
LED LUMINAIRES

SLIP003017

.

.

.

.

.

Voltage
.

250 V Base
.

GU10
Protection class

.

IP20
.

.
.

See more on dedicated page 

.

.

.

User manual Declaration of Conformity Photometric file 

Wojnarowscy Sp. z o.o.
Date of technical data: 40-432 Katowice, Gospodarcza 16, Poland
The date the document was created: 2024-03-05 www.spectrumled.eu

https://www.spectrumled.pl/lp_r.php?utm_source=karta_katalogowa_en&utm_campaign=MADARA_TRACK_BASE&utm_content=link_karta_katalogowa_en&lang=EN
https://www.spectrumled.pl/lp_r.php?utm_source=karta_katalogowa_en&utm_campaign=MADARA_TRACK_BASE&utm_content=link_karta_katalogowa_en&lang=EN
https://catalog.spectrumled.pl/product/instruction/SLIP003017,www?utm_source=karta_katalogowa_en&utm_campaign=instrukcja_link&utm_content=qr_karta_katalogowa_en
https://catalog.spectrumled.pl/product/instruction/SLIP003017,www?utm_source=karta_katalogowa_en&utm_campaign=instrukcja_link&utm_content=qr_karta_katalogowa_en
https://catalog.spectrumled.pl/declarations/files/SLIP003017_deklaracja_1139775.pdf?utm_source=karta_katalogowa_en&utm_campaign=deklaracja_link&utm_content=qr_karta_katalogowa_en
https://catalog.spectrumled.pl/declarations/files/SLIP003017_deklaracja_1139775.pdf?utm_source=karta_katalogowa_en&utm_campaign=deklaracja_link&utm_content=qr_karta_katalogowa_en
https://catalog.spectrumled.pl/product/dane_fotometryczne/MADARA_MINI_II_GU10____SLIP003017____1274907____.zip?utm_source=karta_katalogowa_en&utm_campaign=plik_fotometryczny_link&utm_content=qr_karta_katalogowa_en
https://catalog.spectrumled.pl/product/dane_fotometryczne/MADARA_MINI_II_GU10____SLIP003017____1274907____.zip?utm_source=karta_katalogowa_en&utm_campaign=plik_fotometryczny_link&utm_content=qr_karta_katalogowa_en


LED LUMINAIRES

SLIP003017

 Technical data:

Product code. SLIP003017
Voltage. 250 V

Protection class. I
Power supply included. +

Working temperature range. -20 to +40 °
Housing material. Aluminum

Base. GU10
Protection class. IP20

Colour. Black
Dimension (axbxc). ?55 x 200 (+1000 wires + 77 adapter) mm

Weight. 0.367 kg
For use. Inside

Assembly method. On 3-circuit system
Application. Inside

Made in. PRC
Other. MAX 10W LED; MAX 50W Halogen ,
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*Applies to the LED source used. **Luminaire luminous flux
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